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AX2120TS • AX2240TS
®

100 V professional amplifier

The most important featuresPower for 100 volts distribution

• output power 2 x 120 Wrms (model AX 2120TS)   
 and 240 Wrms (model AX 2240TS) at 100 volts

• different colour LEDs per channel indicate overheat,   
 over current and signal overload 

• high quality 100 v transformers with wide frequency   
 response and full galvanic insulation

• balanced XLR contacts on inputs and loop-through
   and touch proof binding posts on outputs

• high efficient switched power supply ensuring 
 light weight and low heat loss

• quiet, temperature controlled fan

• operational safety with detachable potentiometer   
 knobs (+ blind covers) and mains switch on the rear

•  dimensions: 483 x 88 (2 U) x 387 mm (w x h x d)
 
•  weight: 9.35 net, 11.65 kg shipping (both models)

•  robust rack mount case made of powder coated steel

•  European quality product

•  6 years full warranty

The new axxent amplifier models of the TS-series 
are optimized for fixed installations with 100 volts 
distribution. The electronically controlled, quiet 
fan ensures constant operating temperature. Elec-
tronic fuses with indicators provide for the protec-
tion of loudspeakers and amplifiers, such as from 
overheating or short circuit. At low amplifier pow-
er the fan automatically goes into idle. The current 
operating status such as on/off, signal presence, 
signal peak (near clipping) for each channel sep-
arately, and a protection circuit are indicated by 
different colour LED indicators. 

The inputs are equipped with XLR connectors. 
The output is provided with touch proof binding 
posts. The rack mount 2U case consists of powder 
coated steel. The amplifiers offer a low cost solu-
tion in the power range of 2 x 120 watts (model 
AX2120TS) and 2 x 240 watts (model AX2240TS) 
at the 100 volts outputs. Switching Power Supplies 
count for light weight and low heat losses. High 
quality output transformers offer wide frequency 
response and full galvanic insulation. The power 
cord is detachable (IEC connector on the rear 
panel). CE certificate for Europe wide use exists.
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AX2120TS • AX2240TS
®

100 V professional amplifier

architects‘ specifications

LED indicators 
 for in/out, signal presence, onset of protection circuits 
 and warning at signal clipping („peak“ and „protect“)
 
operating voltage  230 VAC, 50 Hz

power consumption
 max. load: 530 W (AX 2120TS), 1060 W (AX 2240TS)
 ¹/₃ load: 235 W (AX 2120TS), 440 W (AX 2240TS)
 ¹/₈ load: 130 W (AX 2120TS), 230 W (AX 2240TS)

heat loss
 max. load: 254 kcal (AX 2120TS), 482 kcal (AX 2240TS)
 ¹/₃ load: 135 kcal (AX 2120TS), 245 kcal (AX 2240TS)
 ¹/₈ load: 86 kcal (AX 2120TS), 145 kcal (AX 2240TS)
  
dimension 
 483 (19“) x 88 (2 U) x 387 mm (w x h x d)

net weight
 both models 9.35 kg net, shipping 11.65 kg.

output power (100 volts, 1 kHz, 1% THD)
 model AX 2120TS: 2 x 120 Wrms

 model AX 2240TS: 2 x 240 Wrms

input sensitivity  
 1 v

input impedance 
 20 kΩ, balanced

total harmonic distortion (THD)
 <.02% @1 kHz/-3 dB

frequency response 
 20 - 20 000 Hz (+0/-3 dB)

signal to noise ratio
 >100 dB

output voltage
 100 volts at nominal level

cooling 
 quiet running fan, automatically controlled
 goes into idle on low load

inputs 
 balanced XLR (male and female)

outputs 
 touch proof binding posts

electronic protection circuits 
 different colour LEDs per channel indicate overheat,  
 over current and excessive signal peaks and onset of  
 protection circuit against short circuits

technical specifications

two-channel amplifier for 100 volts constant voltage distribution; out-
put power 2 x 120 W(rms) (2 x 240 W(rms) at 100 v output voltage; 
Input: balanced XLR connectors, output: touch proof binding posts; 
electronically controlled fan; electronic protection circuits for short cir-
cuits and overheating; indicators for on/off, signal presence and signal 
peak, separately for each channel; level controls per channel; chassis 
and case made   of powder coated steel; removable potentiometer 
knobs with blind covers; on/off switch on rear panel; detachable power 
cord (IEC plug); rack enclosure with 2 U, dimensions 483 x 88 (2U) x 
387 mm (w x h x d); weight 9.35 kg (11.65 kg); The amplifier should be 
a model axxent AX 2120TS (AX 2240TS).


