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IMPORTANT SAFETY 
PRECAUTIONS

On rear side of the amplifier you can find a 
CAUTION symbol.  

To reduce the risk of electric shock, do not 
remove the cover.  No user-serviceable 
parts inside.  Refer servicing to qualified 
personnel.

!

INTRODUCTION

IMPORTANT FEATURES

We are pleased that you have decided to purchase an axxent high quality audio amplifier.  Please read the following 
manual to achieve optimum results from the use of this amplifier.

The amplifier model CLP2300 is a convection cooled 
amplifier for absolute quiet operation.

Its power is 2x160 watts into an 8 Ohms load or 2x300 
watts into a 4 Ohms load.  

The signal to noise ratio is high enough to use the am-
plifier in recording studios.

Input connections are Neutrik 3 pin xlr’s with electronic 
balanced configuration.

Each input channel has an xlr slave output to a next 
amplifier.

Output connections are fully insulated Neutrik four pin 
Speakon connectors.

CONTROL ELEMENTS AND INDICATORS ON FRONT SIDE

There are two volume potentiometers on the front side.  
Indictors for both channels are alike:  Protect/power with 
green led to indicate that the unit is switched on and 
working and signal green led indicators for the signal pre-
sence.  Red indication shows limit level. 

A solid rocker switch switches power on and off.  Please 
take note that first the power connector should be con-
nected before you switch the unit on.
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CONTROL ELEMENTS ON BACK SIDE

1: 	 SENS 2 = is the potentiometer for adjusting pre-gain 
(channel 2).  The nominal input voltage is 1 V for full 
output power.  The pre-gain potentiometer allows you 
to reduce input signals up to 30 dB, which may be 
helpful to prevent overloading the amplifier.   

2: 	 INPUT 2 = is the 3 pin balanced xlr female input 
	 connector.

3: 	 SEND 2 = is the 3 pin balanced xlr male output
	 connector to another amplifier.  The signal is parallel 

to the input connector.

4: 	OUTPUT 2 = is the Neutrik 4 pin Speakon connector  
with two pins connected only:  pin 1+ and Pin 1-.

5: 	 IEC connector = A connection cable is being supplied 
with the amplifier.  The amplifier may only be used with  
230 VAC voltage.  

6: 	 fuse holder = The fuse holder hides a glass fuse 
	 5x20 mm, 6.3 Ampère slow-blow.  In case after 
	 switching on the amplifier, the power indicator does 

not light, the fuse may be at fault.  It can easily be  
replaced by using a small screwdriver.  However, if, 
after replacing the fuse, the amplifier still does not  

	 work, it has to be serviced by qualified personnel.

All channel 1 connectors and potentiometers are analog 
to channel 2.

CE Declaration of Conformity

PRODUCT: Two Channel Audio Amplifier

TYPE: axxent CLP2300

We herewith declare as our sole responsibility that this equip-
ment complies with

EN61000-6-3:  Tested equipment complies with requirements 
set by EN-61000-6-2:  2007 standard for residential, commer-
cial and light-industrial environments to the extent of Table1.

EN61000-6-1:  The equipment complies with requirements set 
by EN61000-6-1: 2007 for electromagnetic susceptibility level 

for residential, commercial and light industrial environments 
to the extent of Table 2.

We further declare that this equipment fulfills the criteria of 
the low voltage directive 2006/95/EG of December 12, 2006 
regarding electrical equipment.

PRODUCER: axxent e.K. 
PLACE: 63571 Gelnhausen, Germany, Zum Wartturm 15 
NAME: Josef Becker 
POSITION: Proprietor

DATE: March 8, 2015
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Netzanschluss 

Schließen Sie den Netzstrom an der IEC-Buchse auf der Rückseite des Verstärkers an. HINWEIS: Schalten Sie vor dem 
Anschließen des Netzstroms den Betriebsschalter aus.

Eingänge 

Jeder Kanal ist mit einem symmetrischen XLR- Buchse und Stecker zum „Durchschleifen“ des Signals ausgerüstet. Die
Eingangsimpedanz beträgt 20 kOhm (symmetrisch) bzw. 10 kOhm (asymmetrisch). Wegen der damit verbundenen 
Reduzierung des Netzbrunnen und von Interferenzen werden besonders bei langen Kabelstrecken symmetrische 
Verbindungen empfohlen. Asymmetrische Verbindungen können sich für kurze Kabel eignen. Die Quellimpedanz des 
Signals sollte unter 600 Ohm liegen. Schließen Sie die Eingangssignalleitung nicht an die XLR- bzw. 
Klemmenleistenstecker an, wenn die Eingangssignale über den DataPort an den Verstärker übertragen werden. Wenn
eine asymmetrische Verbindung erforderlich ist, schließen Sie den Signalleiter an den Plus-Pol (+) und die Abschirmung
an den Massestift an. Schließen Sie zwischen dem Massestift und dem Minuspol (-) eine Überbrückung an. 

 

Direkte Niederimpedanzausgänge 
(Modell AX2150, AX2300, AX2500, AX2800)

Direkte Niederimpedanz-Ausgangsanschlüsse sind für die genannten AX Modelle
an der Rückseite der Gehäuse oberhalb der NF-Eingänge in zweifacher 
Ausführung verfügbar. Wahlweise können die Lautsprecher über die berührungssicheren
Schraubklemmen und/oder über Speakon Stecker angeschlossen werden. Berührungssichere Schraubklemmen
Bitte beachten Sie sorgfältig die Polaritätsmarkierungen. 

WARNUNG!

VORSICHTSHINWEIS für den einwandfreien Betrieb: 
Keine Last mit weniger als 4 Ohm verwenden! Die Mindestimpedanz
beträgt 4 Ohm 
SICHERHEITSHINWEIS! Den Kontakt mit nicht isolierten 
Teilen bei eingeschaltetem Verstärker Speakon Anschluß
verhindern. Alle Verbindungen bei ausgeschaltetem
Verstärker herstellen. Risiko gefährlicher Energien!

Symmetrische XLREingänge: 
Verbinden Sie ihn wie gezeigt mit dem 
Stecker. 

 Asymmetrische XLREingänge:
Verbinden Sie ihnwie gezeigt mit
dem Stecker. Der Minus-Pol (-) muss
wie gezeigt mit dem Abschirmstift verbunden werden. 
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Balanced XLR inputs: 
connect as indicated in
this picture.

Unbalanced
XLR inputs: 
connect as indicated
in this picture. Watch the
bridge between pin 1 + 3
of XLR connector.
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